Changing PRO-view cameras to DHCP

1) Download our IP Camera search tool from the link below and install
https://drive.google.com/open?id=0B9Cfm4XKkkp8alRCY3BFUlZoYlU

2) Connect a laptop into a numbered port on the NVR. You may need to remove a camera.

3) Once everything is connected, run the IP camera search tool on your laptop and click search at the bottom. This should show all the connected cameras.
If this shows no cameras, plug your laptop into the LAN on the NVR 
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4) Select the camera you want to make DHCP, on the right hand side tick the “DHCP Enable” box then enter the username and password.
Username: admin
Password: admin
Once entered, press modify and a box will pop up saying “Modify Success”, this will reboot the camera. Once done, it will now be on a DHCP address and display on screen. 
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Inde.. Model Device Name
IPCAMERA  IPC
IPCAMERA  IPC
IPCAMERA  IPC
IPCAMERA  IPC
IPCAMERA  IPC
IPCAMERA  IPC
IPCAMERA  IPC

i\lmmbmmu

Firmware Version

3516CV300_IMX323 A...

3516CV300_IMX323 4
3516CV300_IMX323 4

3516CV300_IMX323 A...
3516CV300_IMX323 A...

3516CV300_IMX323 4
3516CV300_IMX323 4

1P address
192.168.10.249
192.168.10219
192.168.10.221
192.168.10.220
192.168.10.248
192.168.10218
192.168.10222

Subnet Mask
255.255.255.0
255.255.255.0
255.255.255.0
255.255.255.0
255.255.255.0
255.255.255.0
255.255.255.0

GateWay
192168101
192168101
192168101
192168101
192168101
192168101
192168101

117.1

DNS
2888
2888
2888
2888
2888
2888
2388

Onvif MultimodeNetmask

Upgrade

1P Address 79 .135.117 .140
SubnetMask  255.255.255. 0

GateWay 79 135117109
NS 79 135117176
HTTP Port 20

RTSP Port 554

DHCP Enable

Username admin

Password

Search

Modify





