
Networking the DVR 

1. Connect your DVR into the router via a network patch lead 
2. To find out the IP address the unit has, go to MENU ‐ CONFIGURE ‐ SYSTEM INFO 
3. Make a note of the IP address and the MAC address 

 

 
4. You now need to find the IP address of the router.  
5. To do this, on a Windows PC, click START and type CMD into the search box then press enter 

 
6. In the black screen that appears, type ipconfig and press enter 
7. Make a note of the Default Gateway IP address 

 
8. Once you have the gateway address, you can program a static Internet IP address into your 

DVR. To do this, go into MENU ‐ CONFIGURE ‐ NETWORK SETUP 

 
9. Click the Static IP tab and check the Enable box 

 
10. As the IP, enter the IP address you noted down earlier in MENU ‐ CONFIGURE ‐ SYSTEM INFO 
11. Leave the Subnet Mask as default 



12. Enter the Gateway address you got from the ipconfig command in cmd 
13. Leave the DNS as default 

 
14. Set the Port to 50000 
15. Click the OK button 
16. Exit the menu so that you are back at the live camera view 
17. Now it's time to set up the router. 
18. Check the router for a make and model number, make a note of them. 
19. Open up a web browser and go to www.portforward.com. This website has guides for 

almost any router on the market 
20. On the left hand side of the page click Port Forwarding under Guides 

 
21. Choose the manufacturer of your router from the list 
22. Click Close [x] on the advert that pops up 
23. Choose the model number of your router from the list 
24. Click Default Guide 

 
25. Follow the guide to set up your router. Anywhere you have to enter the port, enter 50000 

and anywhere you need to enter the IP address, enter the IP address of the DVR you noted 
down earlier from MENU ‐ CONFIGURE ‐ SYSTEM INFO 

26. Once you have done this, your system should be port forwarded. To check this, go to 
www.canyouseeme.org 

27. Enter 50000 into the Port to Check box and click Check Port 



28. If you get a success message, the system is port forwarded successfully. If you get an error 
message, check your settings in the DVR and in the router 

29. Once you have successfully port forwarded the system, the only thing left to set up is DDNS 
30. To set up DDNS, you will need the DDNS username from your DVR companion CD or from 

the sticker on the underside of the DVR 
31. Once you have the username and password, go to http://i‐dvr.net and enter them into the 

boxes then click Logon (The IC from the username must be upper case) 

 
32. Enter your desired host name in the host.domain box. It must be a single word and it must 

be unique (e.g. smith is probably taken but smithcctv might be available) 
33. Click the Insert button under actions 

 
34. Click ok on the confirmation screen that appears 

 
35. You will get a message that it has succeeded. If the an error message comes up stating the 

address already exists, you will have to choose a different address 
36. The host will now be added in the top section of the screen 

 
37. Go back to your DVR and go to MENU ‐ CONFIGURE ‐ NETWORK SETUP 
38. Click the DDNS tab 
39. Click the Enable check box and enter the required information 
40. Choose i‐dvr as the server 
41. Enter the hostname you have just set up as the hostname (e.g. smithcctv.i‐dvr.net) 
42. Enter the username and password from the sticker on the CD or underside of the DVR 

(Username starts IC and must be upper case) 

 
43. Click the OK button and wait 5 to 10 minutes for the system to update 
44. After 5 to 10 minutes, open your web browser and type http://hostname:50000 into the 

address bar (e.g. http://smithcctv.i‐dvr.net:50000) 
45. You will be prompted for a username and password, use admin and 123456 



46. You will be presented with various options, you can scan the barcodes to download the 
mobile phone apps or click the links above (Right Click the second link down and Save As to 
your desktop to save the software) 
 

 
47. Once you have saved the software to your desktop, you will have the iWatch DVR icon. 

Double click the icon to open it 

 
48. Enter  your details into the screen e.g: 

 
49. Click connect 
50. The system will now connect to your cameras and you be able to view them in real time. 


